
Product dimensions Packed Product (mm) tolerance (%)
H 1220 0,5%
D 30 2,0%
L 320 0,5%

gross product weight (g) tolerance (%) net weight
4100 5,0% 3995

#ARG!

Norm Norm  number

test test method result tolerance

CASS TEST internal standard Pass

Condensation Water Test in constant atmosphere (HIGH HUMIDITY TEST)internal standard Pass
Measurement of the 
amount of silver 

internal standard Pass

Measurement of the amount and thickness of the varnish coat- Mirrorinternal standard Pass

CROSS CUT TEST internal standard Pass

Measurement of the hardness of the varnish coat with a penduluminternal standard Pass

SURFACE-ABRASION TESTINGrequested by ADEO Pass

TEST OF STRENGTH HANGERSrequested by ADEO Pass

TEST OF ENDURANCE AFTER SEWINGrequested by ADEO Pass
GLASS SAFETY 
UPON BREAKAGE

requested by ADEO Pass

comments

product specific tests
comment/equipment

product compliance 

General Product Characteristics

intended use

internal

external 

internal and external

is there any wood in the product?

YES NO

display present?

YES NO

assembly required?

YES NO

add row

remove row

remove row
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Label 120x120mm









EAN



Kind Colours
Dimension/density/thi

ckness (mm) Recycled %
Shrink wrap Transparent 25µm 0%
Corner White 70x70mm/390µm 80-95%
Carton box Master Brown 690g/m2 99%

  
  
  
  
  

Component Material Color Dimensions Quantity
Moulding MDF/Glue/Veneer white 16x30 4
Back HDF natural 298x1198x2 1
Mirror Glass/silver/lacquers silver 298x1198x3 1
Hangers Steel black 32x37 3
Staples Steel natural 8 36

Roll type Other EURCHEP
Roll size (cm) IPP
H 140 Other
D 80
L 120

 

BOM

 
 
 
 
 

Remarks

Packing method

Material
LDPE (low density)
cardboard
corrugated cardboard BC

Add Row Remove Row



critical major minor

slits in the corners quality of veneer adhesion
color incompatibility with the pattern
scratches on the slat
mechanical damage
defect of gluing the veneer
defective mirror/scratch
dirt
glue on joins of corners

lack or incorrect placement of hangers
fastening of hangers
missing or incorrect staple placement

packaging evaluation
no corners or consumer packaging
no label
compatibility of labels/date of production
damage, tearing of the film, blisters
an unsightly glued label/aslant
weak shrinking of the film

defect classification
defect category defect description

aesthetical

assembly

labeling and packaging

+ --

+ --

--+


