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Polybraided //Trenzado polimérico

(DN6-DN8)TAQ FLX ACB

Water range //Gama de agua

Nut G //Tuerca G

Male G //Macho G

Elbow  //Codo Tube  //Tubo liso Compression  
//Bicono

Compression  
//Bicono

Nut COMP 
//Tuerca COMP

Nut F.I.P
//Tuerca F.I.P.

Faucet connector M
//Conector de grifo M

1/2” 3/8”

1/2” 3/8”

1/2” 3/8” Ø10
3-P

1-P

3/8”

1/2”3/8”

Information subject to change without notice.
//Información sujeta a cambios sin previo aviso

Dn

6 10 mm 6,5 mm 4,6 mm 16 l/min @ 3 bar 15 mm 10 bar 70 °C Yes/Sí

8 12 mm 8 mm 6,2 mm 29 l/min @ 3 bar 24 mm 10 bar 70 °C Yes/Sí

FLX is the best option when it comes to chlorine 
and chloramine resistance.
The new Anti Corrosion braiding developed by 
our engineers guarantees a longer lifespan, even 
in harsh and corrosive atmosphere.

A Nickel-plated Brass / 
Latón niquelado

B EPDM

C Stainless steel AISI304 / 
Acero inoxidable AISI304

D Polymer grey/black / 
Polímero gris/negro

E FLX
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Applications Characteristics and technical specifications

Fittings

Dn: 8

Outer diameter: 12 mm

Inner diameter: 08 mm

Fitting inner diameter: 06 mm

Flow rate: 28 l/min at 3 bar

Sanitary application

Water range
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TAQ TP Rev. 01

Polymer connector

TAQ ACB 
(DN8)

Materials

Information subject to change without notice.

A Nickel-plated brass

B Incorporated EPDM

C Stainless steel AISI304

D Polymer grey/black

E EPDM

A D E C

B A

Nut G
1/2” 3/8”

Elbow
1/2” 3/8”

Nut COMP
3/8”

Tube
Ø10

Compression
3-P

Male G
1/2” 3/8”

Faucet connector M
10x1

Nut F.I.P
1/2”

Compression
1-P

Dn: 8

Minimum bending radius: 30 mm

Working pressure: 10 bar

Working temperature: 90 °C

H2O potable: Yes

La gama TAQ FLX ACB se ha di-
señado para garantizar una vida 
útil más larga en condiciones 
extremas con un total respeto 
por la salud del consumidor.

FLX es la mejor opción en términos 
de resistencia al cloro y la cloramina.
El nuevo trenzado anticorrosión 
desarrollado por nuestros ingenieros 
garantiza una vida útil más larga, 
incluso en condiciones muy duras o 
en un ambiente corrosivo.

Materiales //Materiales

Characteristics and technical specifications

Applications Fittings //Racores//Aplicaciones

//Características y especificaciones técnicas

The TAQ FLX ACB range has been designed 
to guarantee a longer lifespan in extreme 
conditions and the total respect of the con-
sumer health.
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Outer 
diameter 
//Diámetro 

exterior

Flow rate
//Caudal

Minimum 
bending radius 
//Radio de curvatura 

mínimo

Working 
temperature

//Temperatura de 
trabajo

H20 potable
Working 
pressure
//Presión 
de trabajo

Fitting inner
diameter
//Diámetro 

interior del racor
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Sanitary applications, boilers and heaters
Aplicaciones sanitarias, calentadores y calefacción

C
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Leer recomendaciones 
antes de su uso y/o 

instalación

Read recommendations 
before its use or 

installation


